
www.flexco.comwww.flexco.com

FLEX-SEAL™ Skirting System

Flex-Seal is user-friendly. It has few parts and comes 
complete with step-by-step instructions. Each 4' (1.2 M) 
module includes two clamp pins, two clamp plates and 
a clamp bar. Each module is easy to handle and multiple 
modules can be used for a skirting system of any length. For 
installation, simply bolt the clamp pins to the plate angle and 
then stitch weld the plate to the conveyor skirtboard. There 
are convenient cut-outs in the plate so all of the welding 
can be done safely from the side of the conveyor. The clamp 
plates and the clamp bar then interlock over the clamp 
pins. Once the skirt rubber is put in place, the clamp bar 
can be tack welded to the clamp plates for a one-piece unit. 
Simple, affordable yet effective. Flex-Seal stops material loss, 
eliminates safety hazards and reduces wear and premature 
failure of conveyor components.

A “No Hassle” Skirting System

Benefits for Your Beltline

Solves Spillage and Dust 
Control Problems
Flex-Seal™ Skirting System is a dynamic containment unit that 
fully seals the loading zone. It stops material spillage leaks, 
controls dust emissions and eliminates other resulting problems 
such as belt damage and mistracking. Conventional skirt clamps 
and systems may contain spillage of materials, but maintenance 
is typically difficult and time-consuming. And more importantly, 
the damage done to the conveyor belt is costly. Flex-Seal is 
expressly designed to guard against belt damage. The skirt rubber 
is automatically angled to make a low-pressure, parallel seal with 
belt. And it adjusts to belt movement to maintain a consistent 
seal. No belt grooving or excessive cover wear means longer 
belt life. The Flex-Seal Skirting System is simple to install. Its 
modular design allows the system to be built to any length on the 
conveyor. Skirt rubber adjustment can be done in minutes by one 
person and any maintenance can be done safely from the catwalk. 
Flex-Seal is cost-effective for your operation and affordable.

•	 Reduces material clean-up and related costs.
•	 Improves dust control.
•	 Reduces belt mistracking.
•	 Minimizes	belt	top-cover	wear.
•	 One-person	adjustment	of	skirt	rubber.
•	 Easy	to	maintain.	No	corrosion	of	nuts	and	bolts	or	clamp	handles.
•	 Economical.	Low	cost	unit,	and	reduces	material	waste	due	to	spillage.
•	 Safety.	All	work	is	done	from	the	sides	of	the	conveyor.
•	 Versatile.	4-foot	lengths	can	be	used	to	create	any	length	systems.
•	 Parts	can	be	easily	replaced	when	necessary.
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FLEX-SEAL™ Skirting SystemQuick Adjustment

Ordering Information
Flex-Seal™ Skirting System
Cleaner Complete

Description
Ordering 
Number

Item 
Code

Flex-Seal Skirting System RMC2-FS-1 76558

Replacement Parts
Ordering 
Number

Item 
Code

FS Angle Plate Kit FS-APK 76559
Bolt-On Clamp Pin RMC1-BCP 76414
Clamp Plate RMC1-PL 75821
Clamp Bar RMC1-CB 75820

Specifications
(Skirt rubber not included)
Skirt Rubber Width and Thickness Range
Width Required 6" (150mm)
Thickness Range 5/16" - 3/4" (8 -19mm)

Other skirt clamp systems can create a seal to the belt; but many times it is at the expense of belt damages 
such as grooves along the belt’s edges or excessive belt cover wear. Flex-Seal’s angle plate positions the 
skirt rubber to the belt with a gentle angle so that the internal spring-back tension in the rubber creates 
the seal but without the damage. The low contact pressure on the belt means negligible top cover wear and 
absolutely no grooving.

Easy on the Belt

Flex-Seal™ angles the skirt rubber 
to the belt so it seals with low 
contact pressure. A seal without 
potential of belt damage.

A unique locking wedge on the clamp pin 
makes Flex-Seal quick and easy to adjust 
worn skirt rubber. Simply tap loose the locking 
wedges on the clamp pins, reposition the 
skirt rubber and relock the pins. A one-person 
job, and done in minutes. This captive wedge 
feature allows the wedge to be locked in any 
position 360° around the pin, so it can be 
installed in the best position for easy access. 
And there are no parts to drop or lose. The 
rest of the parts interlock so when the pins are 
unlocked, they remain in place supporting the 
skirt rubber while maintenance is completed.

Skirt clamp systems that call for 
hammering down the skirt rubber 

may leak material as the belt sags 
between idlers. And typically 

this style is a major cause of belt 
grooves that result when the user 

over-pounds on the skirt rubber to 
get a good seal.

Some skirt clamps position the skirt rubber to lay on the belt 
past the skirt board for a more effective seal. The hard bend 
at the belt and the extended skirt rubber on the belt typically 
cause excessive top-cover wear on the belt. Material can also 
get caught under the skirt rubber causing small grooves; and 
material lying on the skirt rubber can add to the belt wear, 
and in some cases the added weight will pull the rubber out 
of the clamp.


